
The B2F28WL-8MP Wireless WiFi Security Camera delivers exceptional 
security with its 8MP high-definition resolution, ensuring clear and 
detailed footage. Featuring a 2.8mm lens, it provides a broad field 
of view for comprehensive coverage. The camera’s infrared 
capabilities enable effective night vision up to 15 meters, 
allowing for continuous surveillance around the clock. For 
enhanced communication, it includes a built-in speaker and 
microphone, facilitating two-way audio interactions. Designed 
to withstand various environmental conditions, it is both dustproof 
and water-resistant. Additionally, the camera supports a micro SD 
card slot with a maximum capacity of 256GB, offering ample storage 
for your recordings.
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MICRO SD CARD 
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SPECIFICATIONS
SENSORSENSOR

WIFI TRANSMISSION DISTANCEWIFI TRANSMISSION DISTANCE

GAIN CONTROLGAIN CONTROL

OPERATING TEMPERATURE /OPERATING TEMPERATURE /
HUMIDITYHUMIDITY

RESOLUTIONRESOLUTION

FOCAL LENGTHFOCAL LENGTH

WIDE DYNAMIC RANGEWIDE DYNAMIC RANGE

INPUT VOLTAGEINPUT VOLTAGE

SPEAKERSPEAKER

ANGULAR FIELD OF VIEWANGULAR FIELD OF VIEW

WHITE LED DISTANCEWHITE LED DISTANCE

DAY & NIGHTDAY & NIGHT

MECHANICAL DESIGNMECHANICAL DESIGN

EFFECTIVE PIXELSEFFECTIVE PIXELS

PIRPIR

WHITE BALANCEWHITE BALANCE

INGRESS PROTECTIONINGRESS PROTECTION

MICMIC

MIN. ILLUMINATIONMIN. ILLUMINATION

SHUTTER MODESHUTTER MODE

PIR DISTANCEPIR DISTANCE

F NO.F NO.

NIGHT DISTANCENIGHT DISTANCE

DIGITAL NOISE REDUCTIONDIGITAL NOISE REDUCTION

POWER CONSUMPTIONPOWER CONSUMPTION

SD CARD SLOTSD CARD SLOT

8MP

Max 700M(Empty No interference distance)

Auto

-20°C ~ +50°C / Less than 90% RH   
Startup : -10°C ~ +50°C

3840*2160  (8MP)

2.8mm

N/A

DC5V

YES

H:111°    V: 59°    D: 134°

Up to 15M

TRUE D/N, Auto

White / Metal

3840*2160 (16:9)  1/2.7”

YES

Auto

IP66

YES

0Lux (IR LED ON)

Auto

120°, 35ft(10M)

F1.6

Up to 15M

3DNR

TBD

Internal SD card slot

B2F28WL-8MP
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The alternative solution

DIMENSIONS

ACCESSORIES

SOL-12V
SOLAR PANEL

PWR-WL5V-2A
POWER CABLE

BAT-WLFNC
BATTERY


