
Introducing the CVT37IR Covert Security Camera - your 
discreet surveillance solution for enhanced security. 
With its analog setup, this camera offers seamless 
integration into any existing security system. 
Boasting a high-quality 2MP resolution and a 3.7mm 
lens, it delivers crisp and clear footage, capturing 
every detail with precision. Whether you’re monitoring 
your home or business, this covert camera ensures 
reliable surveillance without drawing unwanted attention. 
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The alternative solution

IMAGING DEVICEIMAGING DEVICE

LENS TYPELENS TYPE

1/2.8” SONY CMOS (IMX323)

3.7mm

SANNING SYSTEMSANNING SYSTEM

FOCAL LENGTHFOCAL LENGTH

progressive scanning

no

EFFECTIVE PIXELSEFFECTIVE PIXELS

MOUNT TYPEMOUNT TYPE

2.0 Mega Pixels

Pinhole

ELECTRONIC SHUTTER SPEEDELECTRONIC SHUTTER SPEED

MAX APERTUREMAX APERTURE

MIN. ILLUMINATION (NIGHT)MIN. ILLUMINATION (NIGHT)

FOCUS CONTROLFOCUS CONTROL

IR DISTANCEIR DISTANCE

IR LEDSIR LEDS

MIN. ILLUMINATION (DAY)MIN. ILLUMINATION (DAY)

ANGLE OF VIEWANGLE OF VIEW

S/N RATIOS/N RATIO

IR ON/OFF CONTROLIR ON/OFF CONTROL

1/25s~1/50,000s , 1/30s~1/60,000s

F2.0

B/W 0.001 Lux@F1.2

no

10M

18 pieces IR LEDs

Color 0.01Lux@F1.2

90°

More than 50dB (AGC OFF)

Auto

CAMERA

LENS

INGRESS PROTECTION & VANDAL RESITANCEINGRESS PROTECTION & VANDAL RESITANCE

WEIGHTWEIGHT

NO

0.2kg

STORAGE CONDITIONSSTORAGE CONDITIONS 20°C ~ +60°C RH95% Max

POWER SUPPLYPOWER SUPPLY DC12V

POWER COMSUMPTIONPOWER COMSUMPTION

OPERATING CONDITIONSOPERATING CONDITIONS -10°C ~ +50°C RH95% Max

IR On: 600mA max., IR Off: Less than 200mA

MATERIALMATERIAL Plastic

GENERAL

RESOLUTIONRESOLUTION

OSD MENUOSD MENU

NOISE REDUCTIONNOISE REDUCTION

VIDEO OUTPUTVIDEO OUTPUT

WDRWDR

SMART IRSMART IR

FRAME RATEFRAME RATE

BLC MODEBLC MODE

WHITE BALANCEWHITE BALANCE

AUDIO INTERFACEAUDIO INTERFACE

DAY/NIGHTDAY/NIGHT

GAIN CONTROLGAIN CONTROL

25/30fps

YES

Auto

NO

YES

AGC

1920*1080

YES

3D

BNC

DWDR

YES

VIDEO
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