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PROFESSIONAL IP
TEST MONITOR

The DBW4MP-B is a wireless doorbell that features a 160° wide-angle view, 30m night 
vision, 6-month battery life, SD card storage up to 256GB, and waterproof design. Its 
speaker doubles as a WiFi repeater, and it can send notifications for human and package 
detection. This product is ideal for those looking for a reliable and secure doorbell solution 
that can help monitor their home or office entrance with ease.

WIRELESS DOORBELL

WIDE ANGLE VIEW 160°

SD CARD UP TO 256GB

HUMAN&PACKAGE DETECTION BATTERY UP TO 6 MONTHS

MATRIX LED UP TO 30M

APP NOTIFICATIONS

TWO-WAY COMMUNICATION
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The alternative solution

MON-TEST-7P

 SPECIFICATIONS
RESOLUTIONRESOLUTION

BACK LIGHTBACK LIGHT

CHARGER INCLUDEDCHARGER INCLUDED

BATTERY SAVINGBATTERY SAVING

POWERPOWER

FUNCTIONSFUNCTIONS

USB LANUSB LAN

SCREENSCREEN

BATTERYBATTERY

AUDIOAUDIO

OUTDOOROUTDOOR

INCLUSIONSINCLUSIONS

USB PORTUSB PORT

HDMI OUTPUTHDMI OUTPUT

COAXCOAX

SD CARDSD CARD

1920 x 1200

LED Back light for clear image

Yes, exclusive charger for this test monitor

Sleep mode

Power supply to camera (DC12V / 1A) by using DC Jack

LED indicators for D-pad(directional keys) and other function buttons

USB LAN Card Wi-Fi is available to use only when the USB LAN card is mounted on this test monitor

High resolution IPS 7 inch TFT-LCD panel with capacitance-type touch screen

5,680mAH Li-polymer battery

Dual speaker for sound play

Optical bonding applied for outdoor environment

Portable bag with the strap for hands-free use and convenient installation

2.0 with 5V / 1A power out

HDMI output and Miracast to connect with external monitor 

TG01 BNC to TB(2P) connector to check the Loop resistance and status of coaxial cable

Micro SD card port for internal capacity expansion

DIMENSIONS


